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D-47638 Straelen

Consisting of flex	zone,	flex	cap	and	H-element	for	a			foot-
fitting	bending.	
BAAK®	2-widths	-	system	with	2	lasts,	which	differ	in	breadth	
and	width,	and	2	toe	protection	caps,	which	differ	in	breadth	
(8	mm)	and	form,	scientifically	evaluated	positive	effects	for	
joints	and	spine	

36 – 50      36-47 N (width 11)   39-50 XW (width 13)
grey  foot on heel width N, blue foot on heel width XW

Aprox.520 gr.per piece (size 42 N)

Article 7228 Harry 
Safety-sandal 

S1 SRC ESD    
Certified for 

orthopedic insocks
Details under www.baak.de/en

Microfiber with textile inserts in net structure 

Lining: 		climate-regulating	textile	lining
Tongue: 	padded	with	fixing	loop

According to EN ISO 20345 S1 SRC ESD

Areas, where the impact of humidity is not to be expected:  
Automotive sector, electronic industry, printing industry, energy industry, packing industry, 
logistics, aviation sector, administration

Soft damping Baak ESD-softstep-insock,  breathable  with 
very high humidity absorption, anti-bakterial, fungicide
(article 4661 for width N, article 4662 for width XW)

PU/PU-sole with flex	zone	in	the	ball	section,
PU	midsole,	which	releases	joints	and	spine	due	to	its	elastic	
and	damping	impact,
PU	outsole,	robust,	slip	resistant	(SRC),	non-marking	

Aluminium flex cap


